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For up-to-date fitment information, please visit the product page on AWE-Tuning.com. 

 

 
 
 
Welcome to the AWE family, and congratulations on your purchase of the AWE Exhaust System for the BMW X3 M / X4 
M. 
  
Exquisite build quality and craftsmanship, coupled with industry leading performance, distinguish this exhaust system 
from all others.   
 
*For up to the minute fitment information, be sure to visit the AWE website. As always, AWE Performance Specialists 
are standing by for any questions, right here.  
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3025-42301 AWE SwitchPath Axleback Exhaust for BMW F97 X3 M / F98 X4 M- Chrome Silver Tips 

3025-43301 AWE SwitchPath Axleback Exhaust for BMW F97 X3 M / F98 X4 M - Diamond Black Tips 

3820-11301 AWE Non-Resonated Performance Mid Pipes for BMW F97 X3 M / F98 X4 M 

REAR END SHOT, STRAIGHT ANGLE  

https://www.awe-tuning.com/
https://www.awe-tuning.com/support/
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Inspect ALL parts prior to disassembly of vehicle; If damaged or MISSING, 
please contact the place of purchase immediately.  

Symbol Part Number Description QTY 

 G93 BMW X3 M / X4 M DS Axle tube 1 

 G94 BMW X3 M / X4 M PS Axle tube 1 

 G95 BMW X3 M / X4 M DS Valve section 1 

 G96 BMW X3 M / X4 M PS Valve section 1 

 G97 BMW X3 M / X4 M  Muffler 1 

 G98 BMW X3 M / X4 M  DS Tip Outlet 1 

 G99 BMW X3 M / X4 M Tip Outlet 1 

 18_30_7_560_780 70mm Sleeve Clamp 2 

 180300 AWE 3.0" Band Clamp, Stainless 6 

 3910-11034 AWE 3/8" Split Collar Clamp Kit 2 

 3910-41010 Hardware Kit for Integrated Clamp Style Exhaust Tips - Quad 1 

 180014 77mm Inlet, 114mm OD, Integrated clamp, Chrome Silver 4 

 180015 77mm Inlet, 114mm OD, Integrated clamp, Diamond Black 4 
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Inspect ALL parts prior to disassembly of vehicle; If damaged or MISSING, 
please contact the place of purchase immediately.  

Symbol Part Number Description QTY 

 G92 BMW X3 M / X4 M Resonator Delete X-pipe  1 

 18_30_7_560_780 70mm Sleeve Clamp 2 

 180275 AWE 2.75" Band clamp, stainless 2 

FťŞ 

! - 

! 
- 



 

 Š Copyright 2025, AWE. No part of this document may be reused or duplicated without the express permission of AWE. All rights reserved. Rev 1.0 

 

NOTE: Always refer to the manufacturerôs service manual for precise torque specifications 
on all OEM fasteners. 
 

CAUTION: The exhaust may be VERY HOT ð allow adequate time for the system to cool 
down before disassembly. Severe burns and injury will occur if skin comes into contact with 
a hot exhaust system. 

¡ĵãĥ ŝ 
Begin your AWE exhaust installation by first 
removing the under carriage shields shown in 
Figure 1.  

D÷ïĻĩã ŝ 
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With the under carriage shields removed, 
remove the three braces shown in Figure 2.  

D÷ïĻĩã  Ş 

IF YOU ARE ONLY INSTALLING THE PERFORMANCE MID PIPE SKIP TO PAGE 16 
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Debur the cut ends of your OE system, and 
slide a provided 70mm sleeve clamp over the 
outlet of each cute tube, as shown in Figure 4. 

¡ĵãĥ ş 
Now you will have to cut your factory exhaust 
system. Cut the exhaust at the small dimples in 
the pipes. Ensure you cut them straight, as 
illustrated in Figure 3. 
 
With the system cut, unplug the valves and 
remove the 4 nuts on the OE hanger mounts. 
 
This will allow you to fully remove the OE axle 
back exhaust from the car.  

D÷ïĻĩã ş 
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¡ĵãĥ š 
Gather your driver and passenger side axle 
tubes (G93/G94) and install the respective OE 
hangers onto the hanger bars as shown in 
Figure 5,  

It is crucial to install each section and exhaust 
band clamps correctly to prevent loose joints, 
exhaust leaks and rattles. Installing clamps on 
an AWE Exhaust  
 
Arrow A shows the expanded pipe and the 
preinstalled exhaust clamp being brought up to 
the corresponding pipe. 
 
Arrow B shows the overlapping pipe installed 
correctly over the corresponding pipe. 
 
Arrow C shows the exhaust band clamp being 

brought to the edge of the expanded 
pipe. 
NOTES: 
¶ Do not fully torque any exhaust 
clamp until the entire exhaust has 
been installed and adjusted.  
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https://www.youtube.com/watch?v=pXgarJuNO88
https://www.youtube.com/watch?v=pXgarJuNO88
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Next remove the OE valve motors from the OE exhaust, the passenger side shown in Figure 8-1, 
and the driver side as shown in Figure 8-2.  
 
Note: It is important to keep track of which motor came from which side of the vehicle, as the need 
to be re-installed on the correct side to ensure you do not get a check engine light. 

¡ĵãĥ ţ 
Install your AWE passenger side axle tube (G94) as shown in Figure 7-1. Secure a provided lock 
collar flush on the end of the hanger bar then reinstall the OE hanger as shown at (A). Next slide the 
inlet side of the tube into the sleeve clamp (B), and snug the clamp but do not fully tighten it at this 
time.  
 
Install your AWE driver side axle tube (G93) as shown in Figure 7-2. Secure a provided lock collar 
flush on the end of the hanger bar then reinstall the OE hanger as shown at (A). Next slide the inlet 
side of the tube into the sleeve clamp (B), and snug the clamp but do not fully tighten it at this time.  
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Install the provided valve spring (A) into your 
AWE passenger side valve section (G96), as 
shown in Figure 9-1. 
 
Next use the provided hardware to install the 
OE valve motor (B), as shown in Figure 9-2. 
 
Last check to make sure the valve motor and 
spring are sitting, as shown at (C) in Figure 9-
3. 
 
Note:��The provided spring must be used or 
the valves may not function correctly. 
 
 
Repeat this process for your AWE valve 
section on the driver side 
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